Installation of the Fuel Indicator

This reserve indicator works together with every potentiometer based fuel sensor. You can store
2 different values of fuel levels in the module. The LED flashes if the fuel level is below of the
first stored value. The LED is continously on if the gasoline level is below the second value.
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Connection:

Red / + 12 Volt: This cable is connected to 12 Volt.

Black / Ground: Ground - or minus connection

Violet, Sensor: This cabe is connected to the fuel sensor.
Blue, LED: Here is the 12 Volt led connected.

Green, Adjust: The adjustment of the reserve level is easy: Just connect the module, fill the first
required amount of gasoline in the tank and hold the green cable for a moment to ground /
minus. Now the module has stored the first value and indicate it with 2 flashes of the led.

Then fill the next gasoline level in the tank and hold again the green cable to ground / minus.
and the module has stored the second fuel level what is indicated with 3 flashes of the led.
That's it :-)

Please consider, that this device should be installed by professional well trained engineers only.
We are not responsible for any hazards, damages or disadvantages due to the use of the Fuel
Indicator. The electronicbox devices are registered under the number DE54933725 WEEE as
B2C device. We also declare that the Fuel Indicator is conform to the CE and ROHS regulations
for the European market. If you have any questions while the installation please don’t hesitate to
contact us at: info@elektronikbox.de

We wish you to have a lot of fun with your new Fuel Indicator in your bike and of course
always a safely trip!



